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This trainer document is designed to guide you through the most relevant tools needed to design 

a frame in V6. 
 

You will create a quote and use all of these tools to make a shopfront frame. 
 

Throughout the trainer document instructions will appear in GREY and information in PURPLE. 
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Design Trainer ï A Step By Step Guide to Creating a Quote 
   101.6mm x 45mm Single Glazed Centre Glazed Shopfront 

 
 
 
 
Select the ENVIROTECH Icon from the toolbar. 
 

 
 
   

 
 
 
 
 

Click on the New Quote option 
 
 
 
Complete the Quote Details  
 
 
 
then the options including  
 
  Extrusions Colours 
  Hardware Colours 
  Glass Options 
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Adding a Frame to  a Quote  

 
Select the ENVIROTECH Icon from the toolbar again. 
 

 
 

Select firstly from the Left side of the 
picker the Commercial Framing 

Systems, and then the CFS 
Commercial Framing System from the 

Right side.  Then click OK 
 

 

 
Enter a Height of 2000mm and a 

Width of 3000mm into the Grid Frame 
Wizard. 

 
Enter 2 Rows and 3 Columns. 

Then Click OK 
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Then select the 101SGC - 101.6mm x 
45mm Single Glazed Centre Glazed 

shopfront.  
 

 Then click OK. 

 
 

Your frame will now appear with all Vertical and Horizontal dimensions showing. 
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Change the Transom Position  

 

Click on one of the high lights so that it 
becomes shaded in RED 

 

 
 
Select the WIZARDS tab, then the Vertical Dimension icon.  

 
 

Enter a Height dimension of 300mm and 
nominate the bottom member to move.   

 
(Otherwise the top will move down and the frame will 

become smaller) 

 
Then click OK. 
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Your High Lights have now changed to 300mm in height. 
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Merging Two Lights  

 
While holding down the Shift Key, select the two lights to be merged 

 

 
 

Go to the WIREFRAME Tab, and select the Merge Lights icon 
 

 
 

 
 

Select which light to keep and click OK 
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The two lights have now been merged. 
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Change the Width of a Lite for a Door Opening  

 
Left-click on the light that you wish to change the width on.  

Red diagonal stripes will appear 

 
 

From the WIZARDS tab, select the HORIZONTAL DIMENSION WIZARD 

 
 
 
 

Enter a door dimension of 900mm.   
Nominate the member to move.   

 
Then click OK.  

 

 

 

Your light has now changed to 
900mm 
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Make the Remaining Lights Equal Size (Based On Glass)  

 

Select the side lights by holding down the SHIFT 
key and clicking on each light 

  

 

From the STOREFRONT tab, select the 
LIGHTS EQUAL ON WIDTH icon. 
 
 

 
 
 

Select the Glass receptor.  Then click OK. 
 

 

Your remaining lights are now equal 
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Inserting a Door  

 

Click on the Door light, and then select the MACROS tab 
 

 

 
 
 
From the MACROS tab, select your door.   
 

 

 
In this example we will use the Hinged Door 

 
Follow the Macro prompts & make the following selections.  
Click OK once you have made your selections 

 

 
 

 

A  Hinged Door has now been placed in the 
frame 
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Changing the Glass within the Door  

 
From the OPTIONS Tab, click the GLAZING button 

 

 
 

Click on the top door light, then hold the SHIFT 
key down and click on the bottom light.    
 
Both lights should be filled with Red diagonal 
lines. 
 

 
 
Click on the FILL REPLACE button and your Glass List will appear from which you can now 
select the correct glass for the door. 

 
 

Select 8mm Clear Toughened  
(or whichever you wish to change it to).   
 
Click OK 
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Note that the Glass codes in the door have now changed. 
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Split Lights  

 
Select the lights you wish to split so that they are highlighted RED  

 

 
 

Go to the WIZARDS tab & select the SPLIT LIGHT icon 
 

 
 
Type in the required light code & click OK 
 

 

 
 
 

e.g.: Light code 1 
  

 
e.g.: Light code 11 
 
 
e.g.: Light code 2 
    
 
e.g.: Light code 21 
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Your light is now split 
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  CAD Link 
   

 

This tab allows you to create cross-sections of a frame, for reporting on shop drawings.  
You cannot create a Shop Drawing without having your Cad Link cuts created. 

Elevations and cross sections may be saved as DXF or DWG or BDXF files and may then be 
used in the presentation tab to produce reports.  

Select the CadLink tab 

 

 

Select EDIT CUT on the Left-hand side of the 

screen 

 

 

Hold down the left mouse button and drag mouse through the section you wish to view 

 

Enter a name for the cut and then click OK 
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Selecting COMPRESS will give you a better 

view of the section 

 

 

 

Alternatively, CadLink can automatically generate a cut for each unique placement of extrusion 

Select the AUTOMATICALLY GENERATE CUTS 

 icon é 

 

Cuts are placedé 

 

 

 

Click on the SELECT OR MODIFY CUT icon, then the cut that you wish to view 
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  Shop Drawings 
 

 

A shop drawing contains elevation drawings of commercial windows, their cross sections and 
installation details. 

You need to have completed some CadLink cuts (see previous section) before you can continue 
to use Shop Drawings. 

You can set up your default options for Shop Drawings in SETUP OPTIONS within V6. 

 

The following details are for the General Tab. 

The red sections are the most important 
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Output Path is for you set the folder 

destination for where you want your 

Shop Drawings to be saved. 

 

 

 

Page Setup is important as you chose the Page 

Layout that you want. By choosing the setting here it 

will be the default when opening Shop Drawings. 

 

Orientation: 

 

Here you can chose the print 

settings for whether you want the 

page to print vertically (Portrait) or 

horizontally (Landscape). 

Named Pages: This is where you can choose your 

paper size. Chose from a drop down 

list which includes a large range or 

paper sizes. 

 

 

Default Layout Scheme is a section where you chose 

the default style of your Shop Drawing. 

 

Blank: 

 

This provides a blank page so that 

you can customize the Shop 

Drawings to your liking. 

Standard: This provides a standard drawing 

with content separated to each 

page. (elevation, cut detail, glazing 

detail) 

Condenses: This provides a drawing with content 

displayed on one single page. 

Expanded: Provides a drawing based on macro 

input to suit your AutoCAD 

application. 
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The following details are for the General Tab. 

The red sections are the most important. 

 

Preferred Elevation Scales 

(for framing) 

 

This is for you to supply a list of scales to use 
in order of preference when attempting to fit 
drawings onto a page. Experiment between 
1:10 and 1:50 scales, though typically the 
1:10 is probably the best setting.  

 

Preferred Detail Scales 

(for Cadlink) 

This is for you to supply a list of scales to use 

in order of preference when attempting to fit 

drawings onto a page. Typically, a 1:1 scale 

is best for displaying Cut Details 
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To access Shop Drawings from within a Quote simply right mouse click and select SHOP 

DRAWINGS 

 

This will load the settings box. This will show all the default options you chose in SETUP 

OPTIONS earlier. You can change any of the options you have selected. 

Click OK on the settings box if you do not wish to change any of the options. 
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If V6 has not already done so, click and drag each item from the tree onto the page, then use 
your mouse to adjust the size.  Use the arrow keys to navigate to the previous/next page, and the 
+/- keys to add or delete a page. 

 
 

Page 2 
 

 

Page 3 
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Page 4 

 

 
 
You can turn your shop drawings into a PDF file for easier printing or emailing by selecting 
PREVIEW, then PDF 

 
 

You can now Save, Print or Email your file. 
 

` 
 

When you are exiting Shop Drawings you will be asked if you want to save your layouts. If you 

say no, you will lose all your work, if you say yes it will be saved to the destination you chose in 

the Setup Options. 
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  BOM (Bill Of Materials) 
 

 
 
To view the BOM, a list of materials, select the BOM tab from within the Quote. 

 

 
Each of the lower tabs will show you the materials, quantities and sizes required for each type. 
e.g.: Fills, Labouré 

 

 
 

 
 

You CANNOT see the BOM for full bars at this level because it is generated from ALL frames 
on the quote. 

 
It can be accessed from the BOM tab on the quote tree. 
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  Printing a Quote 
 
 

 
Go to the REPORTS drop-down menu and select QUOTE 
 

 
 
Select the quote/s you wish to print, and the type of report.  
 

 
 

 
Then click on the PRINT button in the bottom right-hand corner of the screen.  This will show a 
preview of your quote on the screen.  If you wish to proceed with printing click the PRINTER icon 
at the top of the screen. 

 

   
Note you also have the option to save the file 

as a PDF or email it. 
 

Or if you wish to exit without printing,  
click the CLOSE icon 
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  Printing the Fabrication Report 
 
 

From the REPORTS drop-down menu, select 

FABRICATION 

 

 

Ensure you have selected the quote number/s 

that you wish to run the report for 

 

In the FORMAT box, tick the reports you wish 
to run.  
 
In this example we will be running a 
FABRICATION report and EXTRUSION 
CUTTING PLAN 
 

 

Click on the PRINT button in the bottom right-hand corner of the screen.  
 This will show a preview of the report on your screen 
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If you wish to proceed with printing, click the 
PRINTER icon at the top of the screen 

 

To exit, click on the CLOSE icon on the toolbar 
 

 
 
Select the OPTIMISER tab and then the OPTIMISE button.  Then click OK.  This will show a 
preview of the Extrusion Cutting plan on your screen 
 

 
 

 
If you wish to print, 

click on the PRINTER icon 
 

Click on the CLOSE icon to exit 

 
 

 
 
 

 


